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SUMMARY

The Radiometry Spot Measurement System (RSMS) has been designed for use in the Diffusive And Radia-
tive Transport in Fires (DARTFire) experiment, currently under development at the NASA Lewis Research
Center. The RSMS can measure the radiation emitted from a spot of specific size located on the surface of a
distant radiation source within a controlled wavelength range. If the spot is located on a blackbody source, its
radiation and temperature can be measured directly or indirectly by the RSMS., This report presents computer
simulation results used to verify RSMS performance.

INTRODUCTION

The Diffusive And Radiative Transport in Fires (DARTFire) experiment will analyze the steady-state and
transient flame data from a burning surface for comparison with theoretical predictions. Transition flame data
results from ignition or extinction events. The RSMS is designed to meet or exceed the science requirements
established for the DARTFire experiment subject to the physical constraints imposed by the sounding rocket. A
pair of plano-convex lenses are selected for the spot measurement function. A bandpass filter is selected for the
investigation of the particular spectral region. A high sensitive detector is utilized to measure the small amount
of the radiation. This RSMS can measure the emitted radiation specified to within a certain wavelength, and the
burning temperature on the black polymethylmethacrylate (PMMA) during the DARTFire experiment. If the
PMMA is not black, this RSMS cannot measure the temperature on the burning spot.

SYSTEM DESCRIPTION

The RSMS consists of a thermopile detector, two plano-convex lenses to collect the radiation coming from
the desired spot, and a bandpass filter located in front of the lens assembly.

The Dexter-manufactured thermopile detector model 2M with a window of KRS-5 is selected in RSMS.
According to the Dexter catalog, its maximum incident radiation accepted is 0.1 w/cm? and the incidence range,
for a linear signal output, is from 1076 to 107! w/cm?2. The spectral sensitivity of the detector combined with the
KRS-5 window, is 0.60 to 40 pum.

The focal length of one plano-convex lens is 10 cm, the other one is 5 cm (design wavelength is at 11 um).
The lens with long focal length is the objective lens. The objective lens collects the radiation emitted from a
small spot on the burning PMMA which is located at its front focal point. The other lens refracts the incidence
radiation coming from the objective lens, and focuses it onto the sensing area of the detector. The material of
those lenses is KRS—5 which is identical to that of the detector window. The diameters of both plano-convex
lenses are 1.27 cm (0.5 in). The lens assembly is the major part of the RSMS.

The wavelength range of the bandpass filter is from 8 to 13.9 um with +2 percent tolerance. It satisfies
DARTFire science requirement which is from 8 to 14 um. The transmittance of the filter is 85 percent. All
elements are housed in a metal housing as shown in figure 1.



During the measurement, there may be an angle, 6, between the axis of the RSMS and the normal line of the
burning surface. The distance between the vertex of the first lens and the center of the spot on the burning sample
is 10 cm in the present design. The relative location of the radiometric measurement system is shown in figure 2.

The material used for the detector window and the plano-convex lenses is KRS-5, which has a usable spectral
range between 0.6 to 40 um, with a low water solubility (0.05 g/100 g) and an acceptable transmittance (74 percent).
Besides KRS—5, KBr could be selected for its high transmittance, if it has a low water solubility. Currently,
KBR-5 is not selected because the water solubility of KBr is too high (53.3 g/100 g).

The whole system is calibrated with the following equipment: a blackbody source model 11-210M manu-
factured by Graseby IR Systems, and a voltmeter model 3478A manufactured by Hewlett-Packard.

System Design and Analysis

System design.—The DARTFire experiment requires the radiometric system to measure the radiation emitted
from a spot on the burning black PMMA. The spot radius should be no longer than 2.5 mm. To meet those
requirements, two plano-convex lenses are selected for the main part of the RSMS. The one used to collect the
radiation from the burning PMMA is called objective lens, the other used to focus the energy onto the sensing
area on the detector is called image lens. Due to the structure configuration, the distance between the burning
PMMA and the objective lens should be 10 cm. Similarly, the distance between the detector and the image lens
should be 5 cm. With all those constraints, two plano-convex lenses were selected and the specifications are
listed in tables I and II.

Based on these data, the lens focal length, the system focal length, the system front focus distance, and the
system back focus distance are computed and listed in table IIL

The equations (ref. 1) used to compute those parameters are listed below.

1/f=(NN - D *[URl - I/R2 +t* (N - 1)/(R1 * R2 * N) )
fab = fa * fb/(fa + fb — d) 2
B = fab * (fa — d)/fa 3)
ffd = fab * (fb — d)/fb )
where
f is the focal length
N is the refraction index

R1 and R2 are the curvature radii

t is the center thickness

fa is the focal length of the objective lens
fb is the focal length of the image lens
fab is the system focal length

d is the distance between two lenses



B is the system back focus distance

ffd “is the system front focus distance

Figure 3 is the image position of the optical system which indicates the relative location of the optical system
and the detector with respect to the burning spot. In the figure, hl and h2 represent the radii of two circles on
the burning spot, and the 1-mm length represents the half of the width of the detector sensor area. ffd and B are
the computed data in table IIL

All the radiation emitted from inside the inner circle of radius h2 can reach the sensor area of the detector.
No radiation emitted from outside the outer circle of radius hl can be detected. Only part of the radiation from
the area between the two circles can be sensed by the detector. Table IV lists the computed values of radii hl
and h2. Figure 4 shows the detectable radiation percentage emitted from the spot.

The equations used to compute the radii are
hl = (10.0 - ffd) * 1 mm/ffd )
h2 =B * 1 mm/(5.0 -~ B) 6)

The results from this analysis show that the RSMS has the capability to measure the radiation emitted from
a spot on the burning surface and can meet the DARTFire experiment requirement. The longest diameter of the
spot is 4.8394 mm at the wavelength of 8 ym. For the wavelength of 14 um, the spot diameter is 4.766 mm. In
both cases, radiation emitted from the central part of the spot is 100 percent received by the 2- by 2-mm sensor
area of the detector. The sizes of the central area of the spot are different: for 8 um, the diameter of the central
area is 3.5832 mm, for 14 ym it is 3.6834 mm.

System analysis.—

Relationship between the spot radius and the radiation percentage received by the RSMS: Based on the ray-
tracing technique with application of Snell’s law, simulation results are plotted in figure 5. This plot shows that
the diameter of the spot, over which radiation is measured, varies with the radiation wavelength, and with the
radiation percentage received by the sensor area of the detector. For the radiation percentage above 50 percent,
the spot radius becomes shorter for shorter wavelength. For the radiation percentage below 50 percent, the spot
radius becomes longer for shorter wavelength. When the spot size exceed 5-mm diameter, the radiation from the
burning surface does not reach the sensor area of the detector.

The radiation detected by the RSMS from the spot: Figure 6 shows the percentage of radiation received by
the RSMS from the spot on the burning surface at 14 ym. This figure indicates that 100 percent of the radiation
from the center area A is received by the RSMS. The amount of radiation received from area B decreases in a
near-linear fashion from 100 percent at the inner diameter to 0 percent at the outer diameter. For wavelength
shorter than 14 pm, the diameter of area B increases slightly to encompass area C at a wavelength of 8 um.

System design is based on the lens parameters, and system analysis is based on the ray-tracing technique.
They both have the same result: the maximum diameter of the spot is close to 5 mm, and 100 percent of the
radiation emitting from the center part of the spot can be detected by the detector. The RSMS meets the
requirement.



Calibration

Repeatability test.—Table V gives three sets of data collected with the RSMS system facing the exit aperture
of the blackbody source. The diameter of the exit aperture is 2.54 cm. Figure 7 shows a schematic of the test
setup. An amplifier with a gain of 200 was connected between the RSMS system and the voltmeter to increase
the output for estimating the error in the measurement. During data collection, only the temperature of the blackbody
source was varied. For each run, the temperature was tuned from 50 to 1000 °C in 50 °C increments.

In table V, the fifth column lists the average values (mean or expected value) at given temperature, the sixth
column lists the maximum deviation of the mean, and the last column, the repeatability error percentage. Accord-
ing to the analysis, this error varies with the temperature range over which the measurements are performed.
The repeatability error is 9.57 percent for the temperature range of 50 to 100 °C, and the maximum error occurs
at 50 °C. In the temperature range of 100 to 1000 °C, the maximum error is 0.62 percent, occurring at 350 °C.
It would be 0.35 percent, if the temperature is above 500 °C, the maximum error is 0.35 percent. The total sys-
tem repeatability error is the sum of the blackbody error and the repeatability error.

Curve fitting.—To perform the curve-fitting process, a set of data including the RSMS output and blackbody
temperature was collected in table VI. The connections among the RSMS system, the blackbody source, and the
voltmeter were similar to that in the repeatability test, except that the output of the RSMS system was directly
connected to the input of the voltmeter, as shown in figure 8.

Through the curve-fitting process, a power equation was selected to fit the calibration data:

where
a 0.65925
b 6.49086

X  output voltage of RSMS, unit in pV

Tgg is the temperature of the blackbody source

The output voltage of RSMS includes some measurement error discussed in repeatability test. Therefore, the
total error results from the curve fitting is

Error percentage = {b * [X * (1 + Repeatability error percentage/100.0)]* — Tgg} * 100/Typ 8)

In equation (8), the values of a and b are the same as that in equation (7). Tgy is the temperature listed in
table VI column 1, and X is the measured data listed in column 2 of the same table. The repeatability error
percentages are listed in table V column 7. By substituting those data in equation (8), we have the curve fit
error percentages, including the repeatability error, listed in table VI column 3.

The plots of the power equation and the calibration data versus the blackbody temperature (the first two
columns in table VI), are shown in figure 9. The calibration data set curve shows the relation between RSMS
output and the blackbody temperature. If this curve is used to determine the blackbody temperature from RSMS

- output, the only error involved will be the repeatability error.



According to the relative location of the radiometric measurement in figure 2, there is an angle 6 between the
axis of the RSMS and the normal line of the burning surface, and an amplifier with a gain of A between RSMS
and the voltmeter. If the burning surface is a blackbody, the temperature of the spot on the burning surface may
be computed with equation (7), but the output of the RSMS, X, should be modified as follows.

X = [(VJ/A)/cos 0] )
where

V, is the voltage measured from the radiometric measuring system in pV

A s the amplification of the amplifier connected between the RSMS and the voltmeter

0 is the angle between the axis of the RSMS and the normal of the radiation surface
It should be noted that all the dimensional errors need to be considered in the computation.
The fourth column in table VI, lists the radiation, from 8 to 14 pm, emitted from the 5-mm diameter spot on

the exit aperture of the blackbody source. Those figures in the fourth column are computed from the following
equations (ref. 2). '

Pg 1 14 pm power — *N*A (10)
where A = 1 * R? is the area of the spot.
14 pm
N= T [ @he A% * [exphe/AkT) — 17!
A= 8 um

where

h is Planck’s constant
¢ is the velocity of the light, A is the wavelength of the radiation
k is the Boltzmann’s constant
T is the absolute temperature
R is the radius of the spot

The fourth column combined with the second column in table VI generates a curve as shown in figure 10,
which shows the radiation emitted from the 5-mm diameter spot versus the output from RSMS. Through curve-
fitting process, the same set of data generates a straight line equation which can be used to compute the same
radiation emitted from the spot. In the experiment, the amount of the radiation emitted from the 5-mm diameter

spot may be found from the curve or from the straight line equation when the RSMS output is known and the
burning material is a blackbody.

The curve-fitting error including the repeatability error, above 200 °C, is 1.6 percent, the maximum error
occurs at 500 °C of the blackbody temperature. The equations are as follows.



where

) 0.0935091
b 207143
X  RSMS output

Error percentage = {ag) * X * (1 + Repeatability error percentage/100)

+ b(gy — Radiation gy} * 100.0/Radiationqpq (12)

CONCLUSION
This Radiometry Spot Measurement System (RSMS) is designed for the Diffusive And Radiative Transport
in Fires (DARTFire) experiment. The RSMS has the ability to measure the radiation and the temperature of the
5-mm diameter spot on a blackbody burning sample. The simulation results verify RSMS performance.
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TABLE I.—SPECIFICTIONS OF THE LENSES”

Objective | Imaging

lens, lens,

cm cm
Curvature radius, R 13.8532 6.7310
Center thickness, t 3048 3048
Edge thickness, te 2540 2540

TABLE I1.—REFRACTION
INDEX OF THE KRS-5"

Wavelength, Refraction index
um :
8 2.374
10 2.370
12 2.367
14 2.361

*lnfommtion provided by Infrared Optical Products, Inc.



TABLE II.—LENS PARAMETERS VARY

WITH THE WAVELENGTH
Wavelength, Equatidn
cm number
8 ym 14 ym
Objective lens focal length, fa 10.0824 10.1787 1)
Imaging lens focal length, fb 4.8988 4.9456 )
System focal length, fab 3.4780 3.5094 2)
System front focus dist., ffd 2.9242 2.9559 3
System back focus dist., B 3.2089 3.2405 6]
TABLE IV.—THE RADII VARY
WITH THE WAVELENGTH
Wavelength,
mm
8 um 14 u
Radius hl 2.4197 2.3830
Radius h2 1.7916 1.8417
TABLE V.—REPEATABILITY TEST DATA
Temperature | Data set I, | Data set II, | Data set III, | Average | Maximum { Repeat
of BB, myv my mv value, deviation error,
ce myv of the mean, | percent
mv
50 438 513 5.02 4.84 0.46 9.57
100 13.19 13.23 13.33 13.25 0.08 0.60
150 24.25 24.24 24.15 24.21 0.06 0.26
200 37.67 37.35 37.35 3746 0.21 0.57
250 53.03 52.58 52.84 52.82 0.24 045
300 69.97 69.50 69.54 69.67 0.30 043
350 88.60 87.89 87.67 88.05 0.55 0.62
400 108.34 107.84 107.48 107.89 045 042
450 128.62 128.67 128.36 128.55 0.19 0.15
500 150.70 149.72 150.10 150.17 0.53 035
550 172.73 172.54 172.86 172.711 0.17 0.10
600 196.14 194.76 195.86 195.59 0.83 0.42
650 220.08 219.10 219.70 219.63 0.53 0.24
700 244.50 244.04 243.81 244.12 0.83 0.16
750 269.16 269.88 268.81 269.28 0.60 0.22
800 295.71 294.94 295.39 295.35 0.41 0.14
850 322.66 320.99 320.67 321.44 1.22 0.38
900 348.82 348.14 347.13 348.03 0.90 0.26
950 374.61 373.77 373.89 374.09 0.52 0.14
1000 400.17 399.57 399.08 399.61 0.56 0.14




TABLE VL—CALIBRATION DATA SET

Temperature | Data set, | Curve-fit, | Radiation,
of BB, c° uv from spot,
mW percent
50.0 20.5 0.99 4.78379
100.0 629 -0.05 8.57518
150.0 118.1 0.71 13.5343
200.0 185.2 1.82 19.5594
250.0 263.8 2117 26.5268
300.0 346.1 242 343122
350.0 436.4 242 42.8020
400.0 536.0 2.48 51.8961
450.0 639.1 2.11 61.5086
500.0 753.0 2.53 71.5668
550.0 864.4 1.92 82.0093
600.0 976.7 1.48 92.7845
650.0 1088.1 0.46 103.8490
700.0 1207.3 -0.15 115.1650
750.0 1329.1 -0.67 126.7030
800.0 1456.7 -1.13 138.4360
850.0 1588.6 -1.32 150.3410
900.0 17137 -2.10 162.3990
950.0 1841.7 282 174.5930
1000.0 1970.1 -3.49 186.9080

(]
Y

<1 -27-4 |<— 0.102
|

N

Spot on
Detector 127 | T o~ [ Axis / the burning
i _________________ surface p
ay RSMS 0 T —
v T T i
-V H 1
¢ Lenses 2 Eiter Normat line
“— Metal housing d
Figure 1.—RSMS structure. Dimensions are in cm. Figure 2.—Relative locations of radiometric measurement.

Optical system

Detector

ja—ffd—-p1 [p2 l

it e ee B S g1 MM

|¢————————10 cm———™| ~—5 Cm——" T

Figure 3.—Image position for REMS.



0%

4. 8394 1 00%

For 8 ym

3.5823

0%

4. 766

100% 3.5834

For 14 ym

Figure 4.—Spot diagram. Dimensions are in mm.

100
90
80
70
60
50
40
30
20

10 |4

Radiation, percent

o I
-25 -2 15 -1 -05 0 05
Spot radius, mm

Figure 5.—Radiation percentage vs. spot radius.

0

Blackbody source

RSMS

Figure 7.—Schematic of repeatability test.

Amplifier  Voltmeter

A: 100%

B: From 100% decrease to 0%

C: 0%
§-mm 3.2-mm 4.8-mm
diam diam diam

| N

Figure 6.—Radiation detected by RSMS from spot at 14 um.

0

Blackbody source

RSMS

Figure 8.—Schematic of calibration configuration.

Voltmeter



Temperature, °C

Spot radiation from BB, mW

1000
900
800
700
600
500
400
300
200
100

0

Data set curve —

s
e
3

\,
“— Power
equation

200 400 600 800 1000 1200 1400 1600 1800 2000
Spot radiometer output, pvV

Figure 9.—Power equation and calibration data set curves.

200
180
160
140
120
100
80
60
40

20 —

0

I TS O N I N S A

200 400 600 800 1000 1200 1400 1600 1800 2000
RSMS output, pv

Figure 10.—Radiation from spot vs. output from RSMS.

10






REPORT DOCUMENTATION PAGE

Form Approved
OMB No. 0704-0188

Public reporting burden for this collection of information Is estimated to average 1 hour per response, including the time for reviewing Instructions, searching existing data sources,
gathering and maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this burden estimate or any other aspect of this
collsction of information, including suggestions for reducing this burden, to Washington Headquarters Services, Directorate for Information Operations and Reports, 1215 Jefferson
Davis Highway, Suite 1204, Arlington, VA 22202-4302, and 1o the Office of Management and Budget, Paperwork Reduction Project (0704-0188), Washington, DC 20508

1. AGENCY USE ONLY (Leave blank)

2. REPORT DATE
May 1994

3. REPORT TYPE AND DATES COVERED
Technical Memorandum

4, TITLE AND SUBTITLE

Radiometry Spot Measurement System

5. FUNDING NUMBERS

6. AUTHOR(S)

Harry H. Chen and Stephen

J.Lawn

WU-963-10-0F

Lewis Research Center

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES)
National Aeronautics and Space Administration

Cleveland, Ohio 44135-3191

8. PERFORMING ORGANIZATION
REPORT NUMBER

E-8727

9. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES)

National Aeronautics and Space Administration
Washington, D.C. 20546-0001

10. SPONSORING/MONITORING
AGENCY REPORT NUMBER

NASA TM-106561

11. SUPPLEMENTARY NOTES

Harry H. Chen, NASA Lewis Rescarch Center and Stephen J. Lawn, Analex Corporation, 3001 Aerospace Parkway,
Brook Park, Ohio 44142, Responsible person, Harry H. Chen, organization code 4110, (216) 433-8337.

Unclassified - Unlimited
Subject Category 74

12a. DISTRIBUTION/AVAILABILITY STATEMENT

12b. DISTRIBUTION CODE

performance.

13. ABSTRACT (Maximum 200 words)

The Radiometry Spot Measurement System (RSMS) has been designed for use in the Diffusive And Radiative Trans-
port in Fires (DARTFire) experiment, currently under development at the NASA Lewis Research Center. The RSMS
can measure the radiation emitted from a spot of specific size located on the surface of a distant radiation source within
a controlled wavelength range. If the spot is located on a blackbody source, its radiation and temperature can be
measured directly or indirectly by the RSMS. This report presents computer simulation results used to verify RSMS

14, SUBJECT TERMS

Optical thermal radiation spot measurement

15. NUMBER OF PAGES

17. SECURITY CLASSIFICATION
OF REPORT

Unclassified

18. SECURITY CLASSIFICATION
OF THIS PAGE

Unclassified

12
16. PRICE CODE
A03
19. SECURITY CLASSIFICATION 20. LIMITATION OF ABSTRACT
OF ABSTRACT
Unclassified

NSN 7540-01-280-5500

Standard Form 298 (Rev. 2-89)

Prescribed by ANSI Std. Z39-18
298-102







National Aeronautics and
Space Administration

Lewis Research Center
21000 Brookpark Rd.
Cleveland, OH 44135-3191

Officlal Businoss
Penalty for Private Use $300

POSTMASTER: If Undeliverable — Do Not Return




